
                                                                                                 

Air Blow Gun User’s Guide 

000108,000133,000134 

Attention: 

Please do the best protection of ears and eyes, please operate it in the 

well-ventilated space. Max. pressure is 110psi only. Any worn-out part of this 

Device should be replaced by Car Tool spare parts. Please do not use it upon 

to face and body. Please make sure that the location of this Device is not 

reachable by child.  

 

      
                 

                                                                

 

 

Pressure supply： 

The minimum pressure of operation of the Device is 80~90 psi constant value. 

Do not exceed 110psi. Please note that Stable pressure supply will depend on 

the size and volumetric efficiency of compressor. 

Exemplification:  

A  Cleaning Textile. 

1. Remove large dirt and dust.  

2. Point the nozzle at dirt of dust located at the surface of an object. Keep the 

distance 1~3 inches between the nozzle and surface. Repeat pushing 

and releasing the trigger to clean the surface. 

 

B. Cleaning the Dashboard and hard surface. 

  1. Suggested pressure is 80psi. 

  2. Repeat pushing and releasing the trigger to clean the surface with the 

microfiber.    

Help in troubleshooting of Device  

1． Rotating speed insufficient 

● Pressure insufficient: Between 80~90psi. 

● Working temperature: between 10oc~50oc. 



                                                                                                 

● Worn-out parts: Weighted tube and Rotate Set could be used at least 

300 hrs in the standard. 

 

2． Air outlet block  

The inner diameter is tiny, when cleaning the dirt may rebound into the 

tube and causing the block. When using dirty tube to cleaning, it will rush 

the tube and Nozzle injured. Please always clean the tube after using it. 

Please see the simple method of maintaining the Device.   

a. Put the Nozzle into water, and push the trigger. (as the picture 

shown below) 

 

b. And then operating the device to blow the interior water. 

 

 

If the dirt is still attached on Nozzle or Rotate Set, please cleaning 

specially.  

Damaged Tube: 

⚫ Instant high pressure will make the tube damaged, please use the Device 

under suitable pressure and we recommend you to use the Air regulator 

and AIR CONDITIONING UNIT.  



                                                                                                 

 

Life cycle of Spare parts 

Weighted tube and Rotation Set will be worn when using, the standard 

situation of using is at least 300 hrs. The rotating speed will be slow down 

when damaged, please replace it by Original Factory spare parts. If you do not 

follow the instruction and ignore the maintenance. It will rush the damage of 

Weighted tube and Rotation Set.   

Warranty: 

We provide 1 year of Warranty, however, consumptive material is excluded. 

If you do not follow the instruction and replace the spare parts from others 

suppliers, the Warranty will be invalid. 

Please follow the instruction, and prolong the working life of Device. 

Security first, please do the best protection of ears、face and eyes. 

1. Avoiding instant high pressure: It will decrease the working life of Device if 

the pressure exceeds 90psi. 

2. Always using original spare parts. 

3. Before using the Device, please make sure the Weighted tube and Rotate 

Set are cleaned. 

4. Do not drop the Device, and always remove the air hose once finishing the 

work. 

5. Screw off the Nozzle frequently, and keep the Nozzle clean. 

6. Do not use the Device in Confined space. 

7. Daily maintenance for adding lubricant and blowing out could also prolong 

the working life. (Bearing RotatingType only). 

 

 

 

 



                                                                                                 

 

 

Easily Trouble Shooting. 

Problem Solution 

No Rotating the Device Using lower pressure firstly to start. 

Rotating speed moves slowly Please remove the dirt from the Nozzle 
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